KingBrite’
&8

Tel: +86-755-29064293 Fax: +86-755-23115496

KingBrite Optoelectronics

Product Parameters (F=fhHEiA)

Feihdms | Part Number: KB-H35-3-OSN %5773 | Fastening:  Pins+Tape/Pins+Glue
A E | Beam Angle: ~3° U fE | Peak Intensity : 128cd/lm with XPE2
FEmAEL | Material: PMMA #EHHE | Transmittance: 93%
TAERSE | Work Temp: <85°C VLECLED | Match Led: Dome 3535 Leds

Part Number Surface Dimension Beam Angle

KB-H35-3-OSN Clear ¢35*H20mm ~3°
KB-H35-3-OSN-HW/HB Clear ¢37*H21.5mm ~3°
Direction for Use

(% | LENS)

1, Please use some soft paper or pure water to clean lens ( reflector)
2, Don't use any industrial solvent to clean lens surface , such as alcohol

3, Storage environment : Temperature 0~40°C , Humidity 30%~95%
4, This kind of lens can make the lighting more concentrated, and it’s made from transparent material ,

so please do not open the packages until you use them, in case of the dust and other pollutions.
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Light Distribution Curve (F )% #h 2% [5):

KingBrite Optoelectronics

Tested Led: Cree XP-E2
Beam Angle: 3.9°

Peak Intensity: 128cd/Im
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Tested Led: Cree XP-G2

Beam Angle: 6.2°

Peak Intensity: 57cd/Im
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Tested Led: Nichia 219

Beam Angle: 6.8°

Peak Intensity: 49c¢d/Im
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Light Distribution Curve (F )% #h 2% [5):

KingBrite Optoelectronics

Tested Led: Osram Oslon CP7P
Beam Angle: 3.9°

Peak Intensity: 125c¢d/Im
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Tested Led: Osram P7
Beam Angle: 4.0°

Peak Intensity: 106cd/Im
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Tested Led: Tyanshine 3535
Beam Angle: 3.9°

Peak Intensity: 135cd/Im

-/+180

=120 120

—Cc0/180,4.0
30 c90/270,3.8

0
AVERAGE BEAM ANGLE (50%) :3.9 DEG

Address: 3F, 1st Bldg, Chengqiu Industrial Estate, Guanlan, Longhua District, Shenzhen, 518109, China ;
Tel : 86-755-29064293 Fax : 86-755-23115496 Email : sales@kingbrite.cn Website : www.kingbrite.cn




KingBrite"
E R

Tel: +86-755-29064293 Fax: +86-755-33079169

KingBrite Optoelectronics

Mechanical Characteristics (7= i J] ~):

b1 L (=1l

0.90— —21.50——

Address: 3F, 1st Bldg, Chengqiu Industrial Estate, Guanlan, Longhua District, Shenzhen, 518109, China ;
Tel : 86-755-29064293 Fax : 86-755-23115496 Email : sales@kingbrite.cn Website : www.kingbrite.cn



